
POWER TAKE OFFS, PUMPS, VALVES, 
CYLINDERS, HOSES AND FITTINGS

TANGIBLE SOLUTIONS FOR 
ECOLOGICAL AND MUNICIPAL 
VEHICLES



Unique 
and international

Our strenghts

Our assets

Ecological and 
municipal sector

Interpump Hydraulics S.p.A. is a unique international 
company whose objective is the pursuit of excellence in 
customer service.

•  Customer orientation.
•  Focus on market trends.
•   Personalised solutions.
•   Wide product range.
•  Extensive sales and after-sales network.

We operate in the hydraulic sector through numerous 
renowned Italian and foreign subsidiaries; we are a market 
leader in the development, production, and distribution of 
power take-offs (PTOs) and one of the main worldwide 
players for hydraulic pumps, cylinders and other hydraulic 
components for Truck applications.

Our range of products cover a wide number of applications 
in the ecological and municipal truck segment. We 
are equally committed to environmental management 
with a focus on achieving and enhancing a strategic 
understanding of sustainability.

Our standards:
environment: UNI EN ISO 14001,
safety: UNI ISO 45001,
automotive: IATF 16949,
quality: UNI EN ISO 9001. 

For all IPH performing solutions: iph.it

WHO WE ARE



EFP-2
Engine Flywheel PTO 
up to 157 kW

S5D113PA302

TECHNICAL SPECIFICATIONS  

PTO output Torque:
- 1000 Nm / ratio 1:1,02,
-  820 Nm / ratio 1:1,27,
-  720 Nm / ratio 1:1,52.

Max continuous power: 157 kW.

Max clutch engagement power: 
105 kW. 

Through torque (to rear axle): 
1500 Nm (max), 
400 kW - 540 HP (max). 

Max. engine speed: 3200 r.p.m.
(according to engine type/model)

PTO output:
- pump ISO 4 bolts,
- pump SAE C / SAE BB,
- flange DIN 100 / 120,
- flange SPICER 1310 / 1410,
- flange 120 ISO 8667 (XS).

Available in HYBRID version.

MAIN APPLICATIONS
Engine dependent 
applications.



SSU - “V” series
Split-shaft unit

TPDC11A0H69

MAIN FEATURES  

For fitment in the drive shaft 
between the gearbox and the 
rear axle in vehicles.

Compact design with 
aluminum/cast iron casing 
(according to unit capacity).

SAE 6/8 bolt openings to 
accept up to two side PTOs 
to drive heavy duty auxiliary 
equipment. Wide selection of 
auxiliary PTOs available.

Up to four outputs possible, 
two for each side (front and 
rear output).

Each side PTO can be 
independently controlled 
(On/Off), shifted in and out 
of gear by pneumatic air or 
mechanical cable.

Continue to the side...

P852691

SSU 
400 daNm

ENGINE
GEARBOX

REAR AXLE
SSU



Auxiliary power can be 
transmitted while the vehicle 
is in motion.

Main drive to the rear axle 
is controlled by air or cable 
independently of PTO
operation.

MAIN APPLICATIONS
Fire-fighting trucks.
Sewer cleaner.

SSU 400 daNm
for vehicles up to 120 kW

SSU 2000/3000 daNm
for vehicles up to 400 kW

SSU 210 daNm
for vehicles up to 90 kW
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SSU 1200 daNm
for vehicles up to 250 kW
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PTO 17 series 
with brake for 
Allison Transmission

MAIN FEATURES

PTO 17 series for automatic 
Allison gearboxes:
- 3000 MD - MD TOP series,
- 4000 HD series.

Torque capacity up to 850 Nm.

Ten ratios available.

Four variants:
- clutch output,
- constant drive,
- constant drive with 
 Wet-Spline,
- silent design (PATENTED),
- active drag dynamic brake.

MAIN APPLICATIONS
Fire fighting trucks.
Garbage collectors.
Road sweepers.

P17AAI12742



WET-SPLINE

SILENCED



Compound PTO 
for ZF Powerline 8 AP

MAIN FEATURES

Compound PTO for ZF 
gearboxes:
- 8 AP 600T,
- 8 AP 800T,
- 8 AP 1000T,
- 8 AP 1200T.

Compact design to better fit 
chassis constraints.

Torque capacity up to 550 Nm 
(102 kW).

Eight models available.

Clutch output.

MAIN APPLICATIONS
Fire fighting trucks.
Garbage collectors.
Road sweepers.

P57Z2P25294

NEW



Engine PTO PF610 (ED120) 
for Scania DC09 - DC13 
engines

PF610O00294

MAIN FEATURES

The Power Take-Off can 
operate both when the vehicle 
is in motion and when it is 
stationary, resulting in high 
vehicle productivity.
Suitable for Scania 6 cylinders 
in line engines - DC09 (9,3 
litres) and DC13 (12,7 litres).
Gear ratio (engine/pump): 1:1,19.
Max available torque: 600 Nm.
PTO output rotation: 
anticlockwise – ISO 14.
Pump rotation: clockwise.

MAIN APPLICATIONS
Dumper.
Crane-equipped vehicle.
Cement mixer.
Refrigerator/freezer units.
Container lift/load exchange.
Refuse collection.
Snow plough/salt spreader.

NEW



P87S Scania engine 
mounted PTO 
with clutch

MAIN FEATURES

PTO output upper offset 
(72,5  mm).

Max power: 70 kW.

Up to four different PTO 
variants:
- 1:0,9 ratio / 450 Nm,
-  1:1,3 ratio / 450 Nm,
-  1:1,5 ratio / 400 Nm,
-  1:1,8 ratio / 350 Nm.

Lamellar pneumatic hot-shift 
output clutch.

MAIN APPLICATIONS
Garbage compactors.
Sweepers.
Hook-lift.

P87SBO10742

NEW



Twin output unit 
for engine mounted 
applications

802DB01KF46

MAIN FEATURES

Main output torque up to 
1000 Nm.

Main output available for both 
for direct pump mounting ISO 
14 (DIN 5462) and cardan shaft 
(various flanges size).

Secondary output torque 
ratio 1:1, up to 40 Nm (steering 
pump drive).

Secondary output for pump 
direct mounting for SAE and 
ISO 14 (DIN 5462). 

MAIN APPLICATIONS
Vehicles equipped with
secondary emergency steering 
pump.

Engine PTO mounted 
application.



Dual flow straight 
piston pump

201PE250ZSE

MAIN FEATURES

Double flow.

Light weight due to aluminum 
body.

Bi-rotational.

Max pressure up to 300 bar.

Three models available:
- 41+41 cc,
- 51+41 cc,
- 51+51 cc.

MAIN APPLICATIONS
Tipping/crane.
Forestry.
Municipality.
Cranes.



Bent axis piston pump 
with bypass valve

201FH130D7E
DEP92101900

MAIN FEATURES

High pressure capability.

Mounting options cover SAE 
and ISO flanges.

Reduced noise.

Bypass option available (for 
engine mounted applications).

Max pressure up to 450 bar 
(according to displacement).

Max displacement 130 cc.

Seven models available.

MAIN APPLICATIONS
Tipping.
Forestry.
Municipality.
Cranes.



Vane pump
VCCG (DIN 5462 SE flange)
VCCM (SAE B flange)

MAIN FEATURES

Max speed 2800 r.p.m.

Min speed 400 r.p.m.

Displacement from 10,8 to 100 
cm3/rev.

Max pressure up to 240 bar 
(according to displacement).

Two flange connections:
- DIN 5462 SE,
- SAE B.

Two shaft type:
- key shaft (in two versions),
- splined shaft (in eight 
 versions).

Wide choice of orientation of 
ports.

MAIN APPLICATIONS
Garbage compactor.
Municipality.

DIN 5462 SE

SAE B

VCC1712DA00



Double acting 
telescopic cylinder

MDX series

MAIN FEATURES

Industry standard ejector 
cylinder.

Customized design for multiple 
types of refuse trucks.

High pressure design to 
reduce individual weight and 
oil consumption.

Nitrated finishing on demand.

Hard scraper option for low 
temperature environment.

Reduced service intervals.

MAIN APPLICATIONS
Refuse trucks and municipal 
vehicles.
Ejector trailers.
Push off bodies.
Static refuse collector 
container.
Roll off systems.



Italy
France
Germany
United Kingdom
USA
UAE
South Africa
India
China

Chile
Brazil

Peru
Australia
New Zealand
Russia

Worldwide network
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Interpump Hydraulics S.p.A.
Via A. Mingozzi, 6 

 info@iph.it
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